
Ultra Enamel High Gloss D620

DescriptionDescriptionDescriptionDescription
A premium quality, abrasion, moisture and weather resistant, high gloss interior/exterior
enamel. Ultra Enamel High Gloss gives long lasting protection to all surfaces and is specially
developed for easy brushing, excellent flow and levelling.

UsesUsesUsesUses
Timber, steel and masonry surfaces requiring hardness and abrasion resistance such as
windows, doors, weatherboards, metalwork, bricks, guttering, fences etc.

Recommended forRecommended forRecommended forRecommended for
Toughness and abrasion resistance.

FeaturesFeaturesFeaturesFeatures

Exceptional LevellingExceptional LevellingExceptional LevellingExceptional Levelling
Brilliant gloss finish

High OpacityHigh OpacityHigh OpacityHigh Opacity
Excellent coverage

Oil basedOil basedOil basedOil based
Tough and abrasion resistant

VersatileVersatileVersatileVersatile
One product for both interior and exterior surfaces

TechnicalTechnicalTechnicalTechnical

Colour RangeColour RangeColour RangeColour Range
As shown in Taubmans Interior and Exterior Colour Cards and Spectrum Pivot Pack.

Drying And RecoatingDrying And RecoatingDrying And RecoatingDrying And Recoating
Touch dry in 4-6 hours and may be recoated after a minimum of 16 hours. Avoid painting
exterior surfaces in late afternoon as condensation may affect drying and gloss

Exterior DurabilityExterior DurabilityExterior DurabilityExterior Durability
Excellent

Gloss LevelGloss LevelGloss LevelGloss Level
Full Gloss (85%) as per AS2311

OdourOdourOdourOdour
Ensure adequate ventilation during use

Specifications metSpecifications metSpecifications metSpecifications met
APAS 0015/1 and AS3730.6, .11

Surface PreparationSurface PreparationSurface PreparationSurface Preparation

Remove all loose and flaking paint. Remove surface chalk and powder, dirt, oil, rust and grease. Ensure
surface is clean and dry before painting. Fill nail holes and dents with putty after priming. Sand smooth
before painting. Prime and/or undercoat in accordance with the specification for the surface to be painted.



Ultra Enamel High Gloss: D620Ultra Enamel High Gloss: D620Ultra Enamel High Gloss: D620Ultra Enamel High Gloss: D620 Page: 2Page: 2Page: 2Page: 2

ApplicationApplicationApplicationApplication

ApplicationApplicationApplicationApplication
Apply carefully with brush or roller. A 7mm mohair roller cover or similar will give best
results.

CleanupCleanupCleanupCleanup
Mineral Turps

CoverageCoverageCoverageCoverage
Up to 16m²/litre. Coverage will be lower on rough or absorbent surfaces.

Rapid Yellow WarningRapid Yellow WarningRapid Yellow WarningRapid Yellow Warning
The Australian Paint Manufacturers' Federation has issued the following general warning to
assist specifiers and end users understanding one of the key characteristics of oil based
paint. All white and pale coloured enamels will yellow with age. These enamels will yellow
more rapidly :- - in areas of low natural light - when applied in poorly ventilated conditions,
or in the presence of ammonia - common in water based paints and some household
chemicals. Only the use of water based acrylics can assure resistance to yellowing.

RecoatRecoatRecoatRecoat
Recoat after 16 hours at 25°C and 50% relative humidity.

StirringStirringStirringStirring
Stir paint with a 25mm wide flat stirrer in a circular lifting motion for at least 5 minutes
before use.


